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SEQUENCE OF OPERATION 1: "PRODUCT PUMP FILL CYCLE"
    FIRST CYCLE:  A. VENT VALVE IS OPEN

    B.  MATERIAL INLET VALVE OPENS FOR PRE-SET TIME TO LOAD MATERIAL INTO THE PRODUCT PUMP
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PRODUCT PUMP HOUSING - CONTAINS MATERIAL 

SEQUENCE OF OPERATION 2: "PRODUCT PUMP DELAY TO CONVEY CYCLE"
MATERIAL INLET VALVE CLOSESA.
VENT VALVE CLOSESB.
SHORT TIME DELAYC.
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PRODUCT PUMP HOUSING - EMPTY
MATERIAL "SLUG" DISCHARGES 
THRU CONVEY LINE

SEQUENCE OF OPERATION 3: "PRODUCT PUMP CONVEY CYCLE"
COMPRESSED AIR VALVE OPENS FOR PRE-SET TIME TO CONVEY MATERIAL THROUGH THE CONVEY LINEA.
SHORT TIME DELAYB.
VENT VALVE OPENS FOR PRE-SET PERIOD BEFORE OPENING THE INLET VALVEC.
REPEAT CYCLE BY GOING TO THE PRODUCT PUMP FILL CYCLE, SEQUENCE NO. 1D.
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GENERAL TOLERANCES
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MACHINING  -  .XX=  .02  .XXX=  .005  ANGLE=  .50°
SURFACE ROUGHNESS HEIGHT 63 MICROINCHES OR LESS

FABRICATION - UNDER 6   6 TO 24   24 TO 60   OVER 60
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